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PURATEK feeding stations are suitable for vari-
ous bulk materials, also for receiving dewatered 
sewage sludge or post-treatment of the sludge.

Geometry of the feed hopper is designed for loading with a 
wheel loader. The geometric shape of the hopper prevents 
bridging of input material. A double screw serves also as a 
discharge device. The screw shafts are mounted in flange 
bearings and sealed with stuffing boxes.

FEEDING STATION 

In order to adapt the discharge quantity to the desired delivery 
rate, the speed of the screws can be changed using a variable 
speed geared motor. A platform with railings and a suspending 
ladder can be attached, to simplify maintenance of the ma-
chine and enable the observation of the discharge process.



All dimensions in mm / subject to change without notice / 
special dimensions and design on request

Technical data and principal dimensions

FEEDING STATION 

Double discharge screws are designed as large-volume 
trough screws. PURATEK double discharge screws are of-
fered with a screw diameter of 315 mm as standard.

The trough is made of a thick-walled sheet metal construc-
tion in a watertight, welded, from 6m also bolted design.

A variable speed gear unit with handwheel drives the screw 
shafts, which are connected by a spur gear drive, mounted 
in anti-friction bearings and sealed to the housing by stuffing 
boxes. As an alternative to the variable speed geared motor, 
the speed control can also be carried out by a frequency 
converter. The shaft outputs are equipped with adjustable 
stuffing box units.

In the double screw, the conveyed material is drawn off hori-
zontally from the trough via the rotating screws, which act 
as a pusher element, and transported to the material outlet. 

The force of gravity and the inherent friction of the conveyed 
material on the trough must be greater than the friction 
against the walls of the casing of the screw conveyor.

Standard materials for main parts:

 • Steel, hot-dip galvanized

 • Screw shafts: St37-2  
     (Hardox helix possible)

1745

1640

33
00

A

Einfüllbreite 3500

A

ca. 6500

ca. 1550

klappbare Wartungs-
öffnungen in der
Rückwand

Au
fg

ab
eh

öh
e 

25
20

Schutzbügel für Antriebsmotor
drehelastische Kupplung

Stirnradverstellgetriebemotor

Schnitt A-A
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Technische Daten und Hauptmaße 
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Filling width

Hinged maintenance 
openings in the rear wall

Lockable  
inspection  
hatch as cover

Protective bar for torsionally 
flexible coupling of drive motor 

Helical variable speed gear motor

Section A-A 


